
Commercial

Specifications:

PART NUMBER RDP5922

CASE TYPE EN B

TECHNOLOGY CALCIUM

VOLTAGE 12

CCA 1050

RC (MINS) 320

AH (20HR) 175

LENGTH (MM) 511

WIDTH (MM) 222

HEIGHT (MM) 217

NOMINAL WEIGHT (KG) 41.6

POST ASSEMBLY F

POST TYPE STD

LEDGES -

FEATURES -

Our commercial batteries are designed for Australia’s punishing 
terrain. We source from the world’s leading manufacturers and 
validate batteries in our Australian lab to ensure quality, reliability 
and performance. Our comprehensive commercial range includes 
batteries for virtually any truck, tractor and 4x4 application.

Features and benefits:

•	 2 year standard warranty (these are suited to Dennis 
eagle trucks, running on metro sealed roads)

•	 Dependable and reliable starting performance

•	 Power to run vehicle electronics

•	 Fully sealed and maintenance free design

•	 Built tough to suit Australian conditions

•	 Designed for heavy duty use in rugged driving conditions

•	 Common fitment for European commercial trucks

Cross reference guide:

CLUB ASSIST RDP5922

SUPERCHARGE EMFN150R

ALLIANCE Q ABP EMFN150

5922
Product Specifications

Ledges
LS – Ledges on long side
SS – Ledges on short side

Features
RP – Recessed post
SC – Spiral construction

Post Assembly
A B C D E F H

Post Type

STD
Standard

DF
Dual Fit

LUG
Lug

SML
Small

TP
TOP

MT
Marine Twin

SIDE
Side Terminal

M8
M8 Thread


